
SCRAPERS
A. Original Equipment Manufacturer (OEM)

The following OEMs offer noise controls for new scrapers.  Local dealers should
be contacted for availability and further details.

TREATMENT COST AND LABOR AVAILABILITY

For scrapers without a
cab, install an operator
cab with sound
suppression.        

$12,000-$15,000*
60-140 h

Commercially available for
most models.

For scraper without a cab,
fabricate open ROPS
noise barriers, sound
absorption and vibration
isolation to reduce the
operator exposure.

Cost Varies Local design and
fabrication required.

Add sound suppression to
existing cab.

Cost Varies Commercially available for
some models.

Replace exhaust
components if faulty or
missing.

$200-$400
2 h

Commercially available for
all models.

*Cost for retrofit “do-it-yourself” system will be less expensive in most situations.

Maximum noise reduction can be achieved by installing an acoustically-treated
cab.

B. Retrofit Noise Controls

There may be a limit on the type and amount of retrofit noise controls because of
space limitations in the operator’s cab

Some controls to consider include:

-Replace cracked windows and door seals in the cab area.

-Install composite-type acoustical material to the interior wall areas of the cab.

-Install an absorptive-type acoustical material to the interior ceiling area of the
cab.



-Install a skid-resistant acoustical floormat material to the floor area of the cab,
making sure that any foot pedals and controls have complete freedom of
movement.

-Install an appropriate exhaust muffler.

-Install heating and air-conditioning units.

C. Alternative Technology

None identified at this time.


